Pesaro Maxi Adjustable
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Product Code

ML32TA

Technical Description

SPOTLIGHT
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An aesthetic design feature to define a space...

« The fixture offers a maximum tilt angle of 30°, allowing for targeted illumination

« If you require a customised version of this product, please contact us

Elevating spatial aesthetics through innovative design, the Pesaro Maxi Adjustable track light enables greater flexibility for lighting design
Its minimal installation and adaptable design makes it perfect for large retail and supermarket applications

This linear track light features an ultra-thin design with an almost invisible gap, ensuring a sleek, modern look

» Equipped with a standard CRI90, it guarantees superior colour rendering for a variety of settings

Electrical Specifications

System Power

35W, 40W, 45W, 50W

Input Voltage 240V

Control Type ON/OFF, DALI
System Efficacy (max.) 160Im/W
Power Factor 0.9

Photometric Info

Luminaire Lumens

5600Im, 6400Im, 7200Im,

8000Im
CRI CRI90
CCT 3000K, 4000K
Beam Angle 60°, 90°
Lumen Maintenance > 50, 000hrs
MacAdam Step <4 Steps

Physical Characteristics

Installation Method
Trim Finish

IP Rating / IK Rating
Weight

Maximum Tilt Angle

Fitting Material

3-Circuit Track Adjustable
White, Black

1P20

1.15Kgs

30°

Aluminium

Polar Distribution Diagrams
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https://www.mondolux.com.au/contact
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