
Product Code
ML37    
Technical Description

Adaptable, future-proof design.
With a fully integrated driver that connects seamlessly with the LED module using a unique GR6d-15 socket, Lumiclick's compact and
streamlined aesthetic is suitable for a range of applications
Lumiclick features a simple click-in / click-out mounting method, offering ease of installation and maintenance
The sustainable, future-proof design also supports seamless next-generation upgrades and is suitable for hot plugging
Effortlessly adjust the colour temperature (3000K, 3500K, 4000K) and power using the in-built DIP switch
Equipped with a standard CRI90, it guarantees superior colour rendering for a variety of settings
Also available in  Lumiclick Maxi version
For more information watch the video  here

Electrical Specifications

System Power 9W, 13W, 19W

Input Voltage 240V

Control Type Non-Dimmable, DALI
Dimmable

System Efficacy (max.) 134lm/W

Power Factor 0.9

Photometric Info

Luminaire Lumens 1205lm, 1705lm, 2300lm

CRI CRI90

CCT 3000K, 3500K, 4000K

Beam Angle 100°, 70°

Lumen Maintenance > 50, 000hrs

MacAdam Step < 3 Steps

Physical Characteristics

Installation Method 3-Circuit In-Track Mounted

Trim Finish White, Black

IP Rating / IK Rating IP20

Fitting Material Aluminium

Polar Distribution Diagrams

SPOTLIGHTLumiclick Mini
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