Venosa Maxi Wall Washer DOWNLIGHT
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Technical Description

Elegance ensured...

e This product has been phased out and is available in limited quantities. For ongoing availability, please see the Viarosa Maxi Wall Washer.

® Venosa Maxi Wall Washer is a modular, architectural downlight suitable for residential, architectural, hospitality and commercial ashing
applications

® The half-baffle design minimises glare and increases optical comfort

e The combination of lens and reflector consolidates light spill in a elegant way to create exceptional uniformity, allows precise beam contral and
increases cut-off softness

® Available in Mini size

e |f you require a customised version of this product, please contact us

Electrical Specifications Physical Characteristics
System Power 25W Installation Method Fixed Recessed
Input Voltage 240V Trim Finish White, Black
TG ON/OFF, D-WD\./, Phase-Cut, IP Rating / IK Rating P20
?80mm DALI, Casambi
——————— Weight 0.45Kgs
“ﬂﬂlﬁ ﬁ:ﬂ nﬂ‘mﬂ System Efficacy [(max.] 42Im/W
Fitting Material Aluminium
A E Power Factor >0.8
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210mm Luminaire Lumens 1050Im
CRI CRISO
CCT 3000K, 4000K
Beam Angle 40° Asymmetric
Lumen Maintenance >58, 000hrs (L70 B10)
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https://www.mondolux.com.au/products/downlights/viarosa-maxi-wall-washer
https://www.mondolux.com.au/products/downlights/venosa-mini-wall-washer
https://www.mondolux.com.au/contact
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